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WR Rockers & WB Pushbuttons
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Effective Date
Change in material of the cases for WT Toggles, WR Rockers and WB Pushbuttons will be effective September 2024.
However, the end of sales date may be subject to change if orders exceed expectations for the specified products.

Change to Material of Switch 
Cases for WB, WT & WR Series

Type of Change:
Engineering
Product

Part Number
Appearance

Notes
There are no changes to any of the switches’ mechanical functionality, specifications or dimensions.
Contact information is below if more details are needed.

There will be a revision to the material used for the switch cases for WT 
Toggles and WB Pushbuttons. WR Rockers are also included, with the 
exception of UL/CUL recognized rockers. The inner case material was 
previously melamine resin, and will be revised to melamine phenol resin. 
This change will apply to all standard and custom switches for each series. 
Effected standard part numbers for all three series are listed on the table 
below and continue on page 2. 

Inner Case of Switch Before Change After Change

WT Toggles 
WR Rockers

WB Pushbuttons
Melamine Resin Melamine Phenol Resin

Effected Standard Part Numbers for Series WT Toggles

WT11S WT11T WT11L WT21S WT21T WT21L

WT12S WT12T WT12L WT22S WT22T WT22L

WT13S WT13T WT13L WT23S WT23T WT23L

WT15S WT15T WT15L WT25S WT25T WT25L

WT18S WT18T WT18L WT28S WT28T WT28L

WT19S WT19T WT19L WT29S WT29T WT29L
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Changes for Case Material of WT Toggles, 
WR Rockers & WB Pushbuttons

Effected Standard Part Numbers for Series WR Rockers

WR11AS WR11AT WR11AF WR11AL WR11BSN WR11BTN WR11BFN

WR12AS WR12AT WR12AF WR12AL WR12BSN WR12BTN WR12BFN

WR13AS WR13AT WR13AF WR13AL WR13BSN WR13BTN WR13BFN

WR15AS WR15AT WR15AF WR15AL WR15BSN WR15BTN WR15BFN

WR18AS WR18AT WR18AF WR18AL WR18BSN WR18BTN WR18BFN

WR19AS WR19AT WR19AF WR19AL WR19BSN WR19BTN WR19BFN

WR11ASN WR11ATN WR11AFN WR11BS WR11BT WR11BF WR11BL

WR12ASN WR12ATN WR12AFN WR12BS WR12BT WR12BF WR12BL

WR13ASN WR13ATN WR13AFN WR13BS WR13BT WR13BF WR13BL

WR15ASN WR15ATN WR15AFN WR15BS WR15BT WR15BF WR15BL

WR18ASN WR18ATN WR18AFN WR18BS WR18BT WR18BF WR18BL

WR19ASN WR19ATN WR19AFN WR19BS WR19BT WR19BF WR19BL

Effected Standard Part Numbers for Series WB Pushbuttons

WB12S WB12T-DB WB12L-DD WB15S-DD WB15T-DG WB12S-EA WB15S-EA

WB12S-DA WB12T-DC WB12L-DE WB15S-DG WB15L WB12S-EB WB15S-EB

WB12S-DB WB12T-DD WB12L-DD WB15T WB15L-DA WB12S-EC WB15S-EC

WB12S-DC WB12T-DE WB12L-DG WB15T-DA WB15L-DB WB12T-EA WB15T-EA

WB12S-DD WB12T-DD WB15S WB15T-DB WB15L-DC WB12T-EB WB15T-EB

WB12S-DE WB12T-DG WB15S-DA WB15T-DC WB15L-DD WB12T-EC WB15T-EC

WB12S-DD WB12L WB15S-DB WB15T-DD WB15L-DE WB12L-EA WB15L-EA

WB12S-DG WB12L-DA WB15S-DC WB15T-DE WB15L-DD WB12L-EB WB15L-EB

WB12T WB12L-DB WB15S-DD WB15T-DD WB15L-DG WB12L-EC WB15L-EC

WB12T-DA WB12L-DC WB15S-DE –––– –––– –––– ––––


